
SPLIT & SKY AIR

18

Indoor Units White (RAL 9002) FTXJ20AW FTXJ25AW FTXJ35AW FTXJ42AW FTXJ50AW
Silver (RAL 9006) FTXJ20AS FTXJ25AS FTXJ35AS FTXJ42AS FTXJ50AS
Black (RAL 9005) FTXJ20AB FTXJ25AB FTXJ35AB FTXJ42AB FTXJ50AB

Capacity UK Total Cooling kW 1.95 2.44 3.32 4.11 4.89
UK Sensible Cooling kW 1.71 1.98 2.43 2.84 3.18
Nominal Cooling kW 2.0 2.5 3.4 4.2 5.0
Nominal Heating kW 2.5 2.8 4.0 5.4 5.8

Seasonal Efficiency 
(EN14825)
COOLING

Energy Label A+++ A+++ A+++ A++ A++
Pdesign kW 2.00 2.50 3.40 4.20 5.00
SEER 8.75 8.74 8.73 7.5 7.33
Annual Energy Consumption kWh 80 100 136 196 239

Seasonal Efficiency 
(EN14825) 
HEATING

Energy Label A+++ A+++ A+++ A++ A++
Pdesign kW 2.40 2.45 2.50 3.80 4.00
SCOP 5.15 5.15 5.15 4.60 4.60
Annual Energy Consumption kWh 652 666 680 1156 1218

Air Flow Rate (Cooling) High / Med / Low / Silent m3/sec 0.183/0.140/0.100/0.076 0.190/0.143/0.100/0.076 0.196/0.143/0.100/0.076 0.217/0.158/0.120/0.076 0.225/0.173/0.127/0.086
Dimensions Height x Width x Depth mm 305 x 900 x 212 305 x 900 x 212 305 x 900 x 212 305 x 900 x 212 305 x 900 x 212
Weight kg 12 12 12 12 12
Sound Pressure (Cooling) High / Med / Low / Silent dBA 39/32/25/19 40/33/25/19 41/33/25/19 45/37/29/21 46/39/31/24
Sound Pressure (Heating) High / Med / Low / Silent dBA 39/32/25/19 40/33/25/19 41/33/25/19 45/37/29/21 46/42/33/24
Sound Power (Cooling) dBA 57 57 60 60 60

Outdoor Units RXJ20A RXJ25A RXJ35A RXJ42A RXJ50A
Dimensions Height x Width x Depth mm 552 x 840 x 350 552 x 840 x 350 552 x 840 x 350 734 x 954 x 408 734 x 954 x 408
Weight kg 33 33 33 49 49
Electrical Details Power Supply 1ph 1ph 1ph 1ph 1ph

Maximum Input Current 
(MCA)

A 8.86 9.69 9.7 11.22 11.24

Max Fuse Size A 10 13 13 13 13
Interconnection Wiring Core / Cable size 3+E / 1.5 3+E / 1.5 3+E / 1.5 3+E / 1.5 3+E / 1.5
Piping Connections Liquid / Gas inches (mm) 1/4 (6.4) / 3/8 (9.5) 1/4 (6.4) / 3/8 (9.5) 1/4 (6.4) / 3/8 (9.5) 1/4 (6.4) / 1/2 (12.7) 1/4 (6.4) / 1/2 (12.7)
Pipework Maximum Length m 20 20 20 30 30

Maximum Vertical Rise m 15 15 15 20 20
Precharged to m 10 10 10 10 10
Additional charge g/m 20 20 20 20 20
Holding Charge kg 0.76 0.76 0.76 1.10 1.10

Sound Pressure (Cooling) Nominal dBA 46 46 49 48 48
Sound Pressure (Heating) Nominal dBA 47 47 49 48 49
Sound Power (Cooling) dBA 60 60 61 63 63
Operating Range (Cooling) Min / Max °CDB -10 / 50 -10 / 50 -10 / 50 -10 / 50 -10 / 50
Operating Range (Heating) Min / Max °CWB -21 / 18 -21 / 18 -21 / 18 -21 / 18 -21 / 18
Air Flow Rate (Cooling) Nominal m3/sec 0.567 0.567 0.600 0.777 0.777

FTXJ-AW/S/B / RXJ-A

Wall Mounted – Emura

emura

WI-FI 

CONTROL 

VIA APP

WI-FI ADAPTOR
INCLUDED  

AS STANDARD

Notes & Features:
›	� All fan coils are supplied with colour matching infrared remote 

controller ARC488A1 (7-day schedule timer)
›	 All fan coils have auto restart after power failure
›	 Wired controller, KLIC-DDV3 and RTD-RA options cannot be combined
›	 Sleek, low profile design
›	 Night set mode

›	� Improved air purifying filter: superior purification and deodorisation 
of the air inside the room

›	 Two-area intelligent eye and presence sensor
›	 Five fan speed can be selected; from high to super low
›	 Can be connected with R410A Mini VRV using BPMK boxes
›	 RXJ20-35A can reduce the sound power by a further 6 dB(A)
›	 Latest indoor air quality Flash Streamer technology included

 

RXJ20-35A


