MULTI V VRF INDOOR UNITS

4 \WAY CASSETTE (570 X 570)

ARNU15GTQB4 / ARNU18GTQB4
ARNU21GTQB4

Model Unit RNU15GTQB4 ARNU18GTQB4 ARNU21GTQB4

Cooling Capacity kw 4.5 5.6 6.0
Heating Capacity kw 5.0 6.3 6.8
r:;"&’/'l_';"“t Nominal w 24/21/18 25/22/19 28/23/20
Dimensions Body mm 570% 256 x 570 570 %256 x 570 570 x 256 x 570
(WxHxD)  Shipping mm 667 x 327 x646 667 x 327 x 646 667 x 327 x 646
Type Turbo Fan Turbo Fan Turbo Fan
= Motor Output x Number W 43x1 43x1 43x1
Air Flow Rate (H/ M/ L) m3*/min 11.0/10.0/9.3 11.2/11.0/10.0 120/11.1/94
Motor Type BLDC BLDC BLDC
Air Filter Pre Filter Pre Filter Pre Filter
Liquid Side mm (inch) ©6.35 (1/4) ©6.35 (1/4) ©9.52 (3/8)
Bonmecting & Gas Side mm (inch) 2127 (1/2) 212.7 (1/2) 215.88 (5/8)
Drain Pipe (Internal Dia.) mm (inch) @25 (1) @25 (1) @25 (1)
Weight Body kg 15.0 15.0 15.0
Sound Pressure Levels (H/M /L) dB(A) 36/34/32 37/35/34 40/38/34
Sound Power Levels (H/M /L) dB(A) 50/48/46 51/50/46 53/51/46
Power Supply @,V,Hz 1,220-240, 50 1,220-240, 50 1,220-240, 50
Communication Cable mm’ x No. 1.0~1.5x2C 1.0~ 1.5x2C 1.0~1.5x2C

Model Name PT-UQC / PT-QCHWO / PT-QAGWO

Do e Exterior Color Morning Fog

Panel RAL Code RAL 9001

(G SV 1\ Dimensions (W x Hx D) mm 700 x 22 x700 / 620 x 34 x 620 / 620 x 34 x 620
Net Weight kg 3.0

Note : 1. Performance tested under EN14511

. Capacities are based on the following conditions
- Cooling : Indoor temp. 27°C DB / 19°C WB, Outdoor temp. 35°C DB / 24°C WB, Interconnecting piping length 7.5m, Level difference of zero
- Heating : Indoor temp. 20°C DB / 15°C WB, Outdoor temp. 7°C DB / 6°C WB, Interconnecting piping length 7.5m, Level difference of zero

. Due to our policy of innovation, some specifications may be changed without notification
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