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FTXP-N / RXP-N

Wall Mounted  
– Low Inverter

›	 Class 20-35 fan coils are supplied with IR remote controller ARC480A78; class 50-71 fan coils use IR remote controller ARC480A53
›	 Whisper-quiet in operation down to 19 dBA
›	 Wifi adaptor included as standard
›	 The unit’s compact dimensions make it ideal for renovation projects, especially for above door installation
›	 Space-saving contemporary wall-mounted design

Notes & Features:

Indoor Units FTXP20N FTXP25N FTXP35N FTXP50N FTXP60N FTXP71N
Capacity UK Total Cooling kW 1.95 2.44 3.42 4.89 5.86 6.93

UK Sensible Cooling kW 1.69 1.94 2.49 3.42 4.00 4.73
Nominal Cooling kW 2.0 2.5 3.5 5.0 6.0 7.1
Nominal Heating kW 2.5 3.0 4.0 6.0 7.0 8.2

Seasonal Efficiency 
(EN14825) 
COOLING

Energy Label A++ A++ A++ A++ A++ A++
Pdesign kW 2.0 2.5 3.5 5.0 6.0 7.1
SEER 7.20 7.20 7.20 7.30 6.82 6.20
Annual Energy Consumption kWh 97 121 170 240 308 401

Seasonal Efficiency 
(EN14825)  
HEATING

Energy Label A++ A++ A++ A+ A+ A+
Pdesign kW 2.2 2.4 2.8 4.6 4.8 6.2
SCOP 4.65 4.61 4.64 4.40 4.10 4.01
Annual Energy Consumption kWh 663 728 845 1463 1638 2166

Air Flow Rate (Cooling) High / Med / Low / Silent m3/sec 0.158 / 0.123 /  
0.093 / 0.070

0.162 / 0.128 /  
0.097 / 0.070

0.192 / 0.138 /  
0.105 / 0.075

0.272 / 0.233 /  
0.192 / 0.138

0.280 / 0.240 /  
0.197 / 0.153

0.280 / 0.240 /  
0.197 / 0.168

Dimensions Height mm 286 286 286 295 295 295
Width mm 770 770 770 990 990 990
Depth mm 225 225 225 263 263 263

Weight kg 8.5 8.5 9 13.5 13.5 13.5
RAL Colour RAL 9002 RAL 9002 RAL 9002 RAL 9002 RAL 9002 RAL 9002
Sound Pressure (Cooling) High / Med / Low / Silent dBA 39 / 33 / 25 / 19 40 / 33 / 26 / 19 43 / 34 / 27 / 20 43 / 39 / 34 / 27 45 / 41 / 36 / 30 46 / 42 / 37 / 32
Sound Pressure (Heating) High / Med / Low / Silent dBA 39 / 34 / 28 / 21 40 / 34 / 28 / 21 40 / 35 / 29 / 21 42 / 38 / 33 / 30 44 / 40 / 35 / 32 45 / 41 / 36 / 33
Sound Power (Cooling) dBA 55 55 58 59 60 62

Outdoor Units RXP20N RXP25N RXP35N RXP50N RXP60N RXP71N
Dimensions Height x Width x Depth mm 556 X 740 X 343 556 X 740 X 343 556 X 740 X 343 734 x 954 x 401 734 x 954 x 401 734 x 954 x 401
Weight kg 24 24 24 46 50 50
Electrical Details Power Supply 1ph 1ph 1ph 1ph 1ph 1ph

Maximum Input Current 
(MCA)

A 7.99 7.99 9.20 14.50 15.70 15.70

Max Fuse Size A 16 16 16 20 20 20
Interconnection Wiring Core / Cable Size 3+E / 1.5 3+E / 1.5 3+E / 1.5 3+E / 1.5 3+E / 1.5 3+E / 1.5
Piping Connections Liquid / Gas inches (mm) 1/4 (6.4) / 3/8 (9.5) 1/4 (6.4) / 3/8 (9.5) 1/4 (6.4) / 3/8 (9.5) 1/4 (6.4) / 1/2 (12.7) 1/4 (6.4) / 1/2 (12.7) 1/4 (6.4) / 1/2 (12.7)
Pipework Maximum Length m 20 20 20 30 30 30

Maximum Vertical Rise m 12 12 12 20 20 20
Precharged to m 10 10 10 10 10 10
Additional charge g/m 20 20 20 20 20 20
Holding charge kg 0.55 0.55 0.70 0.90 1.15 1.15

Sound Pressure (Cooling) Nominal dBA 46 46 48 47 49 52
Sound Pressure (Heating) Nominal dBA 47 47 48 49 49 52
Sound Power (Cooling) dBA 61 61 62 61 63 66
Operating Range (Cooling) Min / Max °CDB -10 / 48 -10 / 48 -10 / 48 -10 / 48 -10 / 48 -10 / 48
Operating Range (Heating) Min / Max °CWB -15 / 18 -15 / 18 -15 / 18 -15 / 18 -15 / 18 -15 / 18
Air Flow Rate (Cooling) Nominal m3/sec 0.460 0.460 0.470 0.683 0.758 0.758
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