
PACi Elite wall-mounted Inverter+ • R32

The wall-mounted units with stylish matt color can be 
offered for many applications such as studios, gyms, high 
ceiling areas and even computer server rooms.
The compact design and flat face ensure discreet 
installation, even in a small space.

Single phase

3.6 kW 5.0 kW 6.0 kW 7.1 kW 9.0 kW

KIT KIT-36PK2ZH5 KIT-50PK2ZH5 KIT-60PK2ZH5 KIT-71PK2ZH5 KIT-100PK2ZH5
Remote controller CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B CZ-RTC5B
Cooling capacity Nominal (Min - Max) kW 3.6 (1.5 ~ 4.0) 5.0 (1.5 ~ 5.6) 6.1 (2.0 ~ 7.1) 7.1 (2.2 ~ 9.0) 9.5 (3.1 ~ 10.5)

UK Cooling (Total - Sensible) kW 4.00 - 3.00 5.50 - 4.10 6.80 - 5.10 7.90 - 5.90 9.60 - 6.50

EER 1) W/W 4.90 4.10 3.86 3.50 3.26

SEER / ηsc 2) 8.0 A++ 7.6 A++ 7.2 A++ 6.8 A++ 6.4 A++
Pdesign kW 3.6 5.0 6.1 7.1 9.5

Input power cooling kW 0.74 1.22 1.58 2.03 2.91

Annual energy consumption 3) kWh/a 157 230 297 365 520

Heating capacity Nominal (Min - Max) kW 4.0 (1.5 ~ 5.0) 5.6 (1.5 ~ 6.5) 7.0 (1.8 ~ 8.0) 8.0 (2.0 ~ 9.0) 9.5 (3.1 ~ 11.5)

UK Heating kW 4.60 6.30 7.80 8.10 11.50

COP 1) W/W 4.94 4.21 4.46 4.00 3.97

SCOP / ηsc 2) 4.9 A++ 4.7 A++ 4.8 A++ 4.7 A++ 4.1 A+
Pdesign at -10 °C kW 3.6 4.5 6.0 5.2 8.0

Input power heating kW 0.81 1.33 1.57 2.00 2.39

Annual energy consumption 3) kWh/a 1 029 1 340 1 750 1 549 2 732

Indoor unit S-36PK2E5B S-50PK2E5B S-60PK2E5B S-71PK2E5B S-100PK2E5B
Air flow Hi / Med / Lo m³/min 13.0 / 11.0 / 9.0 16.0 / 14.0 / 11.0 20.0 / 18.0 / 15.0 20.0 / 17.5 / 14.5 22.0 / 18.5 / 15.0

Sound pressure 4) Hi / Med / Lo dB(A) 35 / 31 / 27 40 / 36 / 32 47 / 44 / 40 47 / 44 / 40 49 / 45 / 41

Dimension H x W x D mm 302 x 1 120 x 236 302 x 1 120 x 236 302 x 1 120 x 236 302 x 1 120 x 236 302 x 1 120 x 236

Net weight kg 13 13 14 14 14

Recommended Fuse OD/ID A 13 / 5 13 / 5 20 /5 20 / 5 TBC / 5

Outdoor unit U-36PZH2E5 U-50PZH2E5 U-60PZH2E5 U-71PZH2E5 U-100PZH2E5
Power source V 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240 220 - 230 - 240

Current
Cool A 3.55 - 3.40 - 3.25 5.70 - 5.50 - 5.25 7.70 - 7.35 - 7.05 9.55 - 9.10 - 8.75 13.50 - 12.90 - 12.40

Heat A 3.95 - 3.75 - 3.60 6.35 - 6.05 - 5.80 7.65 - 7.30 - 7.00 9.20 - 8.80 - 8.50 11.10 - 10.60 - 10.10

Air flow Cool / Heat m³/min 40 / 40 40 / 45 40 / 45 61 / 60 118 / 108

Sound pressure Cool / Heat (Hi) dB(A) 43 / 44 45 / 48 46 / 49 48 / 50 52 / 52

Sound power Cool / Heat (Hi) dB(A) 62 / 64 64 / 68 65 / 69 65 / 67 69 / 69

Dimension H x W x D mm 695 x 875 x 320 695 x 875 x 320 695 x 875 x 320 996 x 940 x 340 1 416 x 940 x 340

Net weight kg 43 43 44 68 99

Pipe diameter
Liquid pipe Inch (mm) 1/4 (6.35) 1/4 (6.35) 3/8 (9.52) 3/8 (9.52) 3/8 (9.52)

Gas pipe Inch (mm) 1/2 (12.70) 1/2 (12.70) 5/8 (15.88) 5/8 (15.88) 5/8 (15.88)

Pipe length range m 3 ~ 40 3 ~ 40 3 ~ 40 5 ~ 50 5 ~ 85

Elevation difference (in/out) 5) m 30 30 30 30 30

Pipe length for additional gas m 30 30 30 30 30

Additional gas amount g/m 20 20 35 45 45

Refrigerant (R32) / CO2 Eq. kg / T 1.15 / 0.776 1.15 / 0.776 1.45 / 0.979 1.95 / 1.316 3.05 / 2.059

Operating range
Cool Min ~ Max °C -15 ~ +46 -15 ~ +46 -15 ~ +46 -15 ~ +46 -20 6) ~ +46

Heat Min ~ Max °C -20 ~ +24 -20 ~ +24 -20 ~ +24 -20 ~ +24 -20 ~ +24


